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ROTATOR GR10
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Technical data

Rotation

Max axial load static, KN (Ibf)

Max axial load dynamic, KN (lbf)
Torque at 25Mpa (3625psi), Nm (Ib ft)
Rec oilflow, I/min (US gallon)

Weight, kg (Ib)

Max working pressure:
Rotator €R=> Max 25 MPa (3625 psi)
€G- Max 20 MPa (2900 psi)

> G€ Max 30 MPa (4350 psi)

Grapple / Tool open

Grapple / Tool close

Rotator
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Unlimited
10 (2250)

5 (1125)
350 (258)
10 (2.6)
10 (22)

Connection:
G 1/4"
G 1/4"
G 1/4"

BALTROTORS

www.baltrotors.lv



ROTATOR GR10-02
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Technical data
Rotation Unlimited
Max axial load static, KN (lbf) 10 (2250)
Max axial load dynamic, KN (Ibf) 5(1125)
Torque at 25Mpa (3625psi), Nm (b ft) 350 (258)
Rec oilflow, I/min (US gallon) 10 (2.6)
Weight, kg (Ib) 12 (26)
Max working pressure: Connection:
Rotator €&R=> Max25MPa (3625 psi) G 1/4"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 1/4"
Grapple / Tool close &G€ Max 30 MPa (4350 psi) G 1/4"
Extra oil function Max 30 MPa (4350 psi) G 1/4"
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ROTATOR GR25
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (Ibf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (Ib ft) 700 (516)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 15
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close > G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR 30
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (lbf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (Ib ft) 800 (590)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 18 (39)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =>»G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR30-01
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (Ibf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (Ib ft) 800 (590)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 19 (41)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close »G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR30B
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Technical data

Rotation Unlimited

Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (Ibf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (b ft) 800 (590)

Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 18 (39)

Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR30A
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (Ibf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (Ib ft) 800 (590)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 18 (39)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G= Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR30Q
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (Ibf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (Ib ft) 800 (590)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 18 (39)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"
Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"

Grapple / Tool close => G € Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR30PF
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Technical data

Rotation Unlimited

Max axial load static, KN (Ibf) 30 (6745)

Max axial load dynamic, KN (Ibf) 15 (3372)

Torque at 25Mpa (3625psi), Nm (lb ft) 800 (590)

Rec oilflow, I/min (US gallon) 20 (5.3)

Weight, kg (Ib) 24 (53)

Max working pressure: Connection:

Rotator €R=» Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close = G<€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR30PFR
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (Ibf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (Ib ft) 800 (590)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 23 (50)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =2 G€ Max 30 MPa (4350 psi) G 3/8"
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A ROTATOR GR30FA
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Technical data

Rotation Unlimited
Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (Ibf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (lb ft) 800 (590)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 22 (48.5)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"
Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =>G € Max 30 MPa (4350 psi) G 3/8"
Extra oil function Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR30FA-01

Technical data

Rotation

Max axial load static, KN (Ibf)

Max axial load dynamic, KN (lbf)

Torque at 25Mpa (3625psi), Nm (Ib ft)

Rec oilflow, I/min (US gallon)

Weight, kg (Ib)
Max working pressure:
Rotator

Grapple / Tool open
Grapple / Tool close

€R=> Max 25 MPa (3625 psi)
€G=> Max 20 MPa (2900 psi) G 3/8"
=> G € Max 30 MPa (4350 psi)

Unlimited
30 (6745)
15 (3372)
800 (590)
20 (5.3)

18 (39.7)

Connection:

G 3/8"

G 3/8"
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ROTATOR GR30FF
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Technical data

Rotation Unlimited
Max axial load static, KN (Ibf) 30 (6745)
Max axial load dynamic, KN (lbf) 15 (3372)
Torque at 25Mpa (3625psi), Nm (Ib ft) 800 (590)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 22 (48.5)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"
Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =2 G € Max 30 MPa (4350 psi) G 3/8"
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ROTATOR A1.0409
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Technical data

Rotation

Max axial load static, KN (Ibf)

Max axial load dynamic, KN (lbf)

Torque at 25Mpa (3625psi), Nm (Ib ft)

Rec oilflow, I/min (US gallon)

Weight, kg (Ib)

Max working pressure:
Rotator
Grapple / Tool open

Grapple / Tool close

€R=> Max 25 MPa (3625 psi)
€G= Max 20 MPa (2900 psi)
=>G€ Max 30 MPa (4350 psi)

Unlimited

45 (10118)

25 (5621)
1100 (811)
20 (5.3)
23 (51)

Connection:
G3/8"
G3/8"
G3/8"
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ROTATOR A1.0410
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1100 (811)
Rec oailflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 23 (51)
Max working pressure: Connection:
Rotator €R=>» Max 25 MPa (3625 psi) G3/8"
Grapple / Tool open €G= Max 20 MPa (2900 psi) G3/8"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G3/8"
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ROTATOR GR46
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (b ft) 1100 (811)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 23 (51)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR46-01
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Technical data
Rotation Unlimited
Max axial load static, KN (lbf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1100 (811)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 25 (55)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =»G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR46/68M
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Technical data
Rotation Unlimited
Max axial load static, KN (lbf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (b ft) 1200 (885)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 29 (64)
Max working pressure: Connection:
Rotator €&R=> Max 25 MPa (3625 psi) G 3/8"
Grapple / Tool open €G> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR46/69M
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1200 (885)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 29 (64)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR463
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Technical data

Rotation Unlimited

Max axial load static, KN (Ibf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1100 (811)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 27 (60)

Max working pressure: Connection:
Rotator €R= Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close > G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR463-01
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Technical data

Rotation Unlimited
Max axial load static, KN (lbf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1100 (811)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 29 (63)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close >G4 Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR465
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Technical data

Rotation Unlimited

Max axial load static, KN (Ibf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (lb ft) 1100 (811)
Rec oilflow, I/min (US gallon) 20 (5.3)
Weight, kg (Ib) 27 (60)

Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"
Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"

Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR465/68M

73
[2.87]
'_] ™\ T\
2n
:l - | -
_ho| 20
N3 = (079
S‘ =1l ]
D\
—| = N l J
‘ 8 [ l
I L] LY N LT T LI o
‘ ‘ } | [7.24]
2%
=) o 4=
7 | J S W | i S
A
212
[8.35]
e} 7 £9
X3
— 0o
— + +
O
S <
A _ * _ D
= N~ Grapple close
o - ©
36 iSX=} #
1[1.42] |
O 140
[5.51]
VIEWA
Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 45 (10118)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1200 (885)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 35 (78)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G= Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close > G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR A1.0501
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Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 55 (12367)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1300 (959)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 29 (64)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G3/8"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G3/8"
Grapple / Tool close =>G4€ Max 30 MPa (4350 psi) G3/8"
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ROTATOR A1.0502

73
[2.87]

40

[1.57],

20 3
79]

52
2.05

M16

(o

I

[

279
[10.98]

d
-
=
30
[1.18]

60
[2.36]

19
[0.75]

L ?»69
[2.72]

Rotator @
Grapple open Grapple close

32
[1.26]

<L T[]

Grapple open

Grapple close

Technical data

Rotation Unlimited
Max axial load static, KN (Ibf) 55 (12367)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1300 (959)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 29 (64)
Connection:

Max working pressure:
Rotator €R=» Max 25 MPa (3625 psi) G3/8"
Grapple / Tool open €G= Max 20 MPa (2900 psi) G3/8"
Grapple / Tool close > G€ Max 30 MPa (4350 psi) G3/8"
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ROTATOR GR55M

»30 73
[2.87]
K] Vi
S
) |
E‘ ol 20 °
NS =/[0.79]
E‘ — |
m
™M
] T l »184
[7.24]
S|
N5
%%& Rotator @
== T Grapple open Grapple close
— o
212 Grapple open Grapple close
[8.35]
Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 55 (12367)
Max axial load dynamic, KN (Ibf) 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1300 (959)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 29 (64)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 3/8"
Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR55-01

©®30[1.18] o
S
W e
0184 [7.24 ] | H | LU §
N= o
= éﬁ’ M207 26 A 1 f
ol ol b o
2 g @ ‘@' ©
o \ | $30[1.18 ]
- ©69[2.72 |
Rotator (@
Grapple open Grapple close
= =
212[8.35 |
Technical data
§
Rotation Unlimited Grapple open Grapple close
Max axial load static, KN (lbf) 55 (12367)
Max axial load dynamic, KN (lbf) 25 (5621) @
Torque at 25Mpa (3625psi), Nm (b ft) 1300 (959)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 29 (64)
Max working pressure: Connection:
Rotator €R=> Max 25 MpPa (3625 psi) G 3/8"

Grapple / Tool open €G=>» Max 20 MPa (2900 psi) upper G 3/8"; lower G1/2"
Grapple / Tool close =»G€ Max 30 MPa (4350 psi) upper G 3/8"; lower G1/2"
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ROTATOR GR55MF

1.18 | 73[2.87

40[1.57] | 50[0.79 |

| .M16

52[2.05

268 [10.55 |

|
L Ll

=l 0184 [7.24

IM

Rotator @

Grapple open

Grapple close

9
29
N
= =
>’ 173 [6.81 |
Grapple close Grapzlﬁfzeen
G 1/2“ @‘,
VIEWA Grapple close T Grapple open
Technical data
Rotation Unlimited
Max axial load static 55 kN [12367 Ibf]
Max axial load dynamic 25 kN [5621 Ibf]
Torque at 25 MPa [3625 psi] 1300 Nm [959 Ib ft]
Rec oilflow 22 I/min [5.8 gal(US)/min]
Weight 36 kg [79 Ib]
Max working pressure: Connection:
Rotator €R=> Max25Mpa[3625psi] G 3/8"

Grapple / Tool open €G=» Max 20 MPa [2900 psi] G 3/8"
Grapple / Tool close =»G€ Max 30 MPa [4350 psi] G 3/8"
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ROTATOR GR55FF

A $184 [7.24 ]
o 0. .
o ?90 "*[3.54] View A ﬁ
R0.8 [0.03 | _5_:| ] §
0.\ [ . giigv/
— //’
S . N
N —
ON\' — =
e
3
3 L]
N —
MR % ,
- F Y.
m —
o
1 ® (1140 [5.51 |
Rotator
Grapple close
Grapple open
=
0144 [5.67 |
s Grapple
13 [0.51 }(ZX), = = close
T 15[0.59] |
Locating pin Q) | M12[0.47 | (10x) —
1/ 25[0.98]
=
=

Technical data

Rotation Unlimited  Grapple open T
Max axial load static, KN (Ibf) +45 (10116) Grapple close

Grapple open

-34 (7643)
Max axial load dynamic, KN (Ibf) +25 (5620)

-17 (3821)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1300 (959)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 35 (78)
Max working pressure: Connection:
Rotator &R Max 25 MPa (3625 psi) G 3/8"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 3/8"
Grapple / Tool close =»G € Max 30 MPa (4350 psi) G 3/8"
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ROTATOR GR60

®35
[1.38]

200
[7.87]

Technical data

Rotation

Max axial load static, KN (Ibf)

Max axial load dynamic, KN (Ibf)
Torque at 25Mpa (3625psi), Nm (Ib ft)

'~
g n
Y
n —
8; — —
©198
( — y [7.80]
T 1o /7
O ‘o0
AN =
— ;
w |
S — 768
g% [2.68]

Unlimited
60 (13491)

30 (6745)
1800 (1328)

Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 36 (79)

Max working pressure: Connection:
Rotator €R=>» Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G> Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close => G € Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR60DB

o
=
— /3 (‘O’lﬁ — |
198
y [7.80]

]
[
§
i

28

2
SS— R =

S S e ==
‘-

Technical data

Rotation Unlimited
Max axial load static, KN (Ibf) +60 (13491)
-50 (11242)
Max axial load dynamic, KN (Ibf) +30 (6745)
-25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1800 (1328)
Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 36 (79)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €=G=>» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =»G€ Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR60/69

2@ o
0w 3
©198
o—Tr 1T /D
- 2%
B S|
- O
|
|
|

25
N~
Grapple open

Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 60 (13491)
Max axial load dynamic, KN (lbf) 30 (6745)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1800 (1328)
Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 37 (81)
Max working pressure: Connection:
Rotator €R= Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =G € Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR60/69DB

@35
[1.38]
25
— &= 3 3 — —]
MmN

Rotator

Technical data

Rotation Unlimited
Max axial load static, KN (lbf) +60 (13491)
-50 (11242)
Max axial load dynamic, KN (Ibf) +30 (6745)
-25 (5621)
Torque at 25Mpa (3625psi), Nm (b ft) 1800 (1328)
Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 37 (81)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open 4€=G=» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =»G€ Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR60/78

130.5

[5.14]

— 80.5
A 17
oh 3 1 }

312

[12.28]
|
I

69.3
[2.73]

S5

N
Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 60 (13491)
Max axial load dynamic, KN (Ibf) 30 (6745)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1600 (1180)
Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 38 (84)
Max working pressure: Connection:
Rotator €R = Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =G € Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR60/78-2DB

®35
[1.38]
~
e
~ o
N
< oy
—| = )
NN
Ao

©198
. _ [7.80]

[2.48]
®35
[1.38]

f ?78

235.6
[9.28]

[3.07]

Rotator w Grapple open
=~ Grapple close

Technical data

Rotation Unlimited
Max axial load static, KN (Ibf) +60 (13491)
-50 (11242)
Max axial load dynamic, KN (Ibf) +30 (6745)
-25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1600 (1180)
Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 40 (89)
Max working pressure: Connection:
Rotator €&R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=>» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =>»>G€ Max 30 MPa (4350 psi) G 1/2"

Grapple open
Grapple close
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ROTATOR GR603

®35
[1.38]

N

42.2

[1.66]]

40
[1.57]

297

[11.69]

Technical data

Rotation

Max axial load static, KN (Ibf)

Max axial load dynamic, KN (Ibf)
Torque at 25Mpa (3625psi), Nm (Ib ft)

Rotator

Grapple open

Grapple open

Grapple open

Grapple close

Grapple close

Grapple close

Unlimited
60 (13491)
30 (6745)
1800 (1328)

Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 43 (95)

Max working pressure: Connection:
Rotator €R = Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =G € Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR603DB

35 130.5
[5.14]
[1.38]
|~ 805
\ ol [3.17]
¥ —

42.2
166
[T

297
[11.69]

Rotator

G

— /
_——
= ==

X
—
D

Grapple open

Grapple close

Grapple open Grapple close

Technical data

Rotation Unlimited
Max axial load static, KN (Ibf) +60 (13491)
-50 (11242)
Max axial load dynamic, KN (Ibf) +30 (6745)
-25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1800 (1328)
Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 43 (95)
Max working pressure: Connection:
Rotator €&R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €=G=» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 1/2"

BALTROTORS www.baltrotors.lv




235.6
[9.28]

»35
[1.38]

0

[1.66]

42.2

40

[1.57]

ROTATOR GR603-2

297
[11.69]

Technical data

Rotation

Max axial load static, KN (Ibf)

Max axial load dynamic, KN (Ibf)
Torque at 25Mpa (3625psi), Nm (lb ft)

Unlimited

60 (13491)

30 (6745)

1800 (1328)

Rec ailflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 45 (100)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=> Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =>G € Max 30 MPa (4350 psi) G 1/2"

Grapple open

Rotator ’ ’\ Grapple open
\ Grapple close
\_ /)
= =
Grapple open

&,
e

Grapple close

Grapple close
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235.6

ROTATOR GR603-2DB

@35
[1.38]

L>—7¢

()

Rotator Grapple open

Grapple close
‘0]
N
2,

o =
m
- 0 Grapple close

Technical data
Grapple open| |Grapple close

Rotation Unlimited
Max axial load static, KN (Ibf) +60 (13491)
-50 (11242)
Max axial load dynamic, KN (Ibf) +30 (6745)
-25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 1800 (1328)
Rec oilflow, I/min (US gallon) 25 (6.6)
Weight, kg (Ib) 46 (101)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =>»G€& Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR623

$35[1.38] N 130.5 [5.14 ]

80.5 [3.17 ] |

40[1.57

0

422166 ]

Q Q %i N\
1
g — —
1 ‘ I N 198 [7.80 ]
I T :
L fmﬁJ i
1A ?205 [8.07 |
236 [9.27 ]

Rotator @

Grapple open
Grapple close

L

©173 [6.81] ®73[2.87] 9
Direction A
Technical data Grapple open| |Grapple close
Rotation Unlimited
Max axial load static, KN (Ibf) +60 (13491)
- 50 (11242)
Max axial load dynamic, KN (Ibf) +30 (6745)
- 25 (5621)
Torque at 25Mpa (3625psi), Nm (Ib ft) 2400 (1770)
Rec oilflow, I/min (US gallon) 28 (7.4)
Weight, kg (Ib) 44 (98)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close >G4 Max 30 MPa (4350 psi) G 1/2"

BALTROTORS

www.baltrotors.lv



ROTATOR GR623-2

130.5 [5.14 ] |

80.5 [3.17

f 198 [7.80 |

30[1.18 ]

235.6 [9.28 |

$35][1.38] N
\ g °
o
q
3
—_ /) =
2
|
=
IA
395.6 (15.75")
D173 (6.81"
Direction A
Technical data
Rotation Unlimited
Max axial load static, kN (Ibf) +60 (13491)
- 50 (11242)
Max axial load dynamic, kN (lIbf) +30 (6745)
- 25 (5621)
Torque at 25MPa (3625psi), Nm (Ib ft) 2400 (1770)
Rec oilflow, I/min (US gallon) 28 (7.4)
Weight, kg (Ib) 46 (102)
Max working pressure: Connection:
Rotator €&R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €=G=» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close =>»G€ Max 30 MPa (4350 psi) G 1/2"

Rotator ' w Grapple open
N Grapple close

Grapple open| |Grapple close

BALTROTORS

www.baltrotors.lv



ROTATOR GR104DB

©35[1.38] 130.5[5.14]
~ | _ n)|
= 80.5(3.17] | 3
0 | I
|
‘0|
o
2
0
™
1 L]
|
[ ) $214[8.43]
, -ﬁ_-ﬁ\\-
ool
| | |
g
©2058.07] Al
a
Rotator @ Grapple open
Grapple close
Grapple close
Q Grapple open
Technical data
Rotation Unlimited Grapple close| |Grapple open
Max axial load static, KN (Ibf) +100 (22485)
- 80 (17985)
Max axial load dynamic, KN (lbf) +50 (11242)
- 40 (8992)
Torque at 25Mpa (3625psi), Nm (b ft) 2500 (1844)
Rec oailflow, I/min (US gallon) 30(7.9)
Weight, kg (Ib) 59 (130)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €=G=» Max 30 MPa (4350 psi) G 1/2"
Grapple / Tool close =»G<€ Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR104-03

D 45[1.77 |

=

A

©173[6.81 ]

LN

1

Technical data

Rotation
Max axial load static

Max axial load dynamic

Torque at 25Mpa [3625psi]

Unlimited

+100 kN [22485 Ibf]
- 80 kN [17985 Ibf]
+50 kN [11242 Ibf]

- 40 kN [8992 Ibf]
2500 Nm [1844 Ib ft]

140 [5.51 ]

E 90[3.54 | [ ]

by

I

|
- | |
? — [
‘9’ o —3 ‘

9214 (843 ]

32/1.26 ]

Rotator

Weight 61 kg [134 Ib]

Function Max working pressure Rec oilflow Connection

R - rotation 25 MPa [3625 psi] 30 I/min [7.9 gal(US)/min] G 1/2"
GO - grapple/tool open 30 MPa [4350 psi] G1/2"
GC - grapple/tool close 30 MPa [4350 psi] G1/2"

Grapple close

T ?Grapple open
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ROTATOR GR105DB

243[9.59]

©35[1.38] - 130.5[5.14] N
5 - 8
R/ 80.5(3.17] | )
| et I q
|
| —1 D E
| — : e—! ™ =
R LTy
\ | ©214[8.43]
e
i J @
{
sl g
? A $205[8.07] a5
398[15.67]
®173[6.81] ©17[0.67] (6x) Grapple open
Grapple close @ Rotator
—
. Grapple close
S
0 Grapple open
Technical data
Rotation Unlimited Grapple close, |Grapple open
Max axial load static, KN (Ibf) +100 (22485)
- 80 (17985)
Max axial load dynamic, KN (Ibf) +50 (11242)
- 40 (8992)
Torque at 25Mpa (3625psi), Nm (b ft) 2500 (1844)
Rec oilflow, I/min (US gallon) 30 (7.9)
Weight, kg (Ib) 62 (137)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=>» Max 30 MPa (4350 psi) G 1/2"
Grapple / Tool close =>G€ Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR110-1DB

®35[1.38] 130.5[5.14]
[ B
% sl 80.5[3.17 sl
@ < o
|
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3
0
o
&
‘ f == $214[8.43]
o 1 e S e o O e e
Wy [ g 1O .
] o | -
R 8 =
| S S ©
| 8 o ‘
\ 9 w
64[2.52] ©78[3.07]
/1T \
|
L 7 Rotator @ Grapple open
_ A Grapple close
©®
5 ©®
TR 'g‘
N
&
244[9.59]
Grapple open
Grapple close
Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) +100 (22485)
- 80 (17985)
Max axial load dynamic, KN (Ibf) +50 (11242)
- 40 (8992)
Torque at 25Mpa (3625psi), Nm (Ib ft) 2500 (1844)
Rec oilflow, I/min (US gallon) 30(7.9)
Weight, kg (Ib) 50 (111)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=>» Max 30 MPa (4350 psi) G 1/2"
Grapple / Tool close =»G€ Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR110-2DB

244[9.59]

Rotator
Grapple / Tool open

Grapple / Tool close

€R=> Max 25 MPa (3625 psi) G 1/2"
€G=) Max 30 MPa (4350 psi) G 1/2"
> G € Max 30 MPa (4350 psi) G 1/2"

©35[1.38] 130.5[5.14] .
B - - 8
i 80.5(3.17] | kel
10 m D ¢
|
|
<
2
LEA T
:
= r‘j
[e2]
|
f | ©214[8.43]
g B
al s
—] 3 o
< )
2 |
] @ 78[3.07]
398[15.67]
" Grapple open
® ® Grapple close @ Rotator
ASuI ‘ T T ‘ T 74 : j
11 =
@ ®
Grapple open
Grapple close
Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) +100 (22485)
-80 (17985)
Max axial load dynamic, KN (Ibf) +50 (11242)
-40 (8992)
Torque at 25Mpa (3625psi), Nm (Ib ft) 2500 (1844)
Rec oilflow, I/min (US gallon) 30 (7.9)
Weight, kg (Ib) 54 (120)
Max working pressure: Connection:
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ROTATOR GR125

170
[6.69]

100.5 249
[3.96] [9.82]

T
55
[2.17]

!
BN ﬂ
o
e

Q0>

199
[7.83]

o

362
[14.25]

D224
| | [882}

RO

\
\
E
34
_[1.34]

d 40 0210
[1.57]
[8.27]
ha
@ Grapple open
Rotator Grapple close
©
Technical data .
g
Rotation Unlimited —
Max axial load static, KN (lbf) +120 (26982)
- 90 (20236)
Grapple close |
Max axial load dynamic, KN (Ibf) +60 (13491) o /@E@@
- 45 (10118)
Torque at 25Mpa (3625psi), Nm (lb ft) 2900 (2139)
Rec oilflow, I/min (US gallon) 35 (9.25) Grapple close Grapple open
Weight, kg (Ib) 70 (154)
Max working pressure: Connection:
Rotator &R = Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open &G= Max 30 MPa (4350 psi) G 1/2"
Grapple / Tool close = G €= Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR12A8

170
[6.69]

103.2
[4.06]

1]
I
55
[2.17]

L3 28
—l ~ E o s |
| g <
s
P 224
, ) [8.82]
= _ ;
\ & M =N
- = ©
j=5]
40 236
[1.57] [9.29]
fa
@ Grapple open
Rotator Grapple close
©
Technical data ,
g
Rotation Unlimited —
Max axial load static, KN (lbf) +120 (26982)
- 90 (20236)
Grapple close Grapple open
Max axial load dynamic, KN (Ibf) +60 (13491) >rappie Open
- 45 (10118)
Torque at 25Mpa (3625psi), Nm (Ib ft) 2900 (2139)
Rec oilflow, I/min (US gallon) 35 (9.25) Grapple close Grapple open
Weight, kg (Ib) 70 (155)
Max working pressure: Connection:
Rotator &R = Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open &G= Max 30 MPa (4350 psi) G 1/2"
Grapple / Tool close = G €= Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR165

170
[6.69]
100.5
[3.96]

[2.17]

I
I
375

[14.76]

@)

1= R V== =31
— n < F ¥
o ) 7 oL -
[;@ VIEW A
s} ja)
40 »210
[1.57] [8.27]
¢A
@ Grapple open
Rotator Grapple close
©
Technical data
g
Rotation Unlimited é —
Max axial load static, KN (Ibf) +160 (35976)
- 90 (20236) o
Grapple close
Max axial load dynamic, KN (Ibf) +80 (17988) \ o Grapple open
s
- 45 (10118)
Torque at 25Mpa (3625psi), Nm (lb ft) 3400 (2500)
Rec oilflow, I/min (US gallon) 40 (10.6) Grapple close Grapple open
Weight, kg (Ib) 71 (157)
Max working pressure: Connection:
Rotator &R = Max 25 MPa (3625 psi) G 1/2"
Grapple / Tool open €G- Max 30 MPa (4350 psi) G 1/2"
Grapple / Tool close = G € Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR16A8

170
[6.69]
103.2
[4.06]
ﬁ‘]
5
)
‘o
n
| — | — R E
= o %
B g has]
40 236
[1.57] [9.29]
Ia
@ Grapple open
Rotator Grapple close
©
Technical data _
g
Rotation Unlimited = —
Max axial load static, KN (Ibf) +160 (35976)
- 90 (20236) N
Grapple close
Max axial load dynamic, KN (Ibf) +80 (17988) Grapple open
-45(10118) >
Torque at 25Mpa (3625psi), Nm (lIb ft) 3400 (2500)
Rec oilflow, I/min (US gallon) 40 (10.6) Grapple close Grapple open
Weight, kg (Ib) 73 (161)
Max working pressure: Connection:
Rotator &R = Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open & G=» Max 30 MPa (4350 psi) G 1/2"
Grapple / Tool close = G €= Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GR165203

170
[6.69]

100.5
[3.96]

[2.17]

)
N
! o
T\ =
T N guo_
i

[1.57]

Technical data

Rotation
Max axial load static, KN (Ibf)

Max axial load dynamic, KN (Ibf)

Torque at 25Mpa (3625psi), Nm (Ib ft)
Rec oilflow, I/min (US gallon)

Weight, kg (Ib)

Max working pressure:

Rotator &R = Max 25 MPa (3625 psi)
Grapple / Tool open €G> Max 30 MPa (4350 psi)
Grapple / Tool close = G €= Max 30 MPa (4350 psi)

Unlimited
+160 (35976)
- 90 (20236)
+80 (17988)
- 45 (10118)
3400 (2500)
40 (10.6)

74 (163)

Connection:
G 1/2"
G 1/2"
G1/2"

Rotator

Grapple open

Grapple close

[

&

Grapple close

Grapple open
~

Grapple close

1Grapple open
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ROTATOR GR16P

170
[6.69]

12.17]

DV
— B \
o R
— |/ N - | R s—|
QeI
| |

[©

=

—1
i 0
T
[1?5}
-

[1.57] @210

Grapple open

Rotator — Grapple close

©
Technical data
[m
Rotation Unlimited | —
Max axial load static, KN (Ibf) +160 (35976) B
- 90 (20236) —
Grapple close
Max axial load dynamic, KN (Ibf) +80 (17988) o Grapple open
o
- 45 (10118)
Torque at 25Mpa (3625psi), Nm (Ib ft) 3400 (2500)
Rec oilflow, I/min (US gallon) 40 (10.6) Grapple close Grapple open
Weight, kg (Ib) 76 (167)
Max working pressure: Connection:
Rotator &R = Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open &G=> Max 30 MPa (4350 psi) G 1/2"
Grapple / Tool close = G € Max 30 MPa (4350 psi) G 1/2"
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ROTATOR GRS10

®35[1.38] 130.5[5.14]
~ _ . )
== > 80.5[3.17 3
@ 2 = I g
|
E 1 ‘ | -
|
= | - == &
(] \ 8 T )
| 2 _
— = —]
| | -
NI LI
{ T ) ©214[8.43]
\-
Al 1 E‘
N
\ \
©205[8.07]
Grapple open
@ Grapple close
Rotator Extra channel 1
" Extra channel 2
™
S
e~
Pt
Extra channel 1
Extra channel 2
Technical data S
Rotation Unlimited g
Max axial load static, KN (Ibf) +100 (22485)
- 80 (17985) Grapple close| |Grapple open
Max axial load dynamic, KN (Ibf) +50 (11242)
- 40 (8992)
Torque at 25Mpa (3625psi), Nm (b ft) 2500 (1844)
Rec oilflow, I/min (US gallon) 30(7.9)
Weight, kg (Ib) 64 (142)
Max working pressure: Connection:

Rotator

Grapple / Tool open
Grapple / Tool close
Extra oil function

€R=>» Max 25 MPa (3625 psi) G 1/2"
€G=> Max 20 MPa (2900 psi) G 1/2"
= G € Max 30 MPa (4350 psi) G 1/2"

Max 30 MPa (4350 psi) G 3/4"
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ROTATOR GRS125

Specially designed for grapple saw

170
[6.69]
100.5
[3.96]
s
N =
7
g j
"= 224
[8.82]
. e & al
i E = ool
\ | |
424.7 == T T [1437}
[16.72] | FIU
[8.27]
Ia

213
[8.39]

Grapple open

@ Grapple close

Rotator Extra channel 1
Extra channel 2
®17 (6x60°)
[0.67]
GATTTROTORS
. - g
Technical data |
Rotation Unlimited Extra
Max axial load static, KN (Ibf) +120 (26982) channel 1 — Extra channel 2
-90 (20236)
Max axial load dynamic, KN (Ibf) +60 (13491) ©
-45 (10118)
Torque at 25Mpa (3625psi), Nm (lb ft) 2900 (2139)
Rec oilflow, I/min (US gallon) 35 (9.25) Grapple close| |Grapple open
Weight, kg (Ib) 77 (171)
Max working pressure: Connection:
Rotator €R=> Max 25 MPa (3625 psi) G 1/2"

Grapple / Tool open €G=» Max 20 MPa (2900 psi) G 1/2"
Grapple / Tool close => G € Max 30 MPa (4350 psi) G 1/2"
Extra oil function Max 30 MPa (4350 psi) G 3/4"
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ROTATOR GRS165

Specially designed for grapple saw
669
100.5
[3.96]

A — JALT’R
T g S-
s Oy —| ™M E [ —
|
0224
[8.82]
== =)
%‘ : T ‘NQ
| |
40
[1.57]
@210
[8.27]
fa
i
N o5
Grapple open
@ Grapple close
Rotator Extra channel 1
Extra channel 2
S RO RGNS
. g
Technical data —
Rotation Unlimited ]
Extra
Max axial load static, KN (Ibf) +160 (35976) channel 1 Extra channel 2
-90 (20236) =
Max axial load dynamic, KN (Ibf) +80 (17988) ©
-45 (10118)
Torque at 25Mpa (3625psi), Nm (lb ft) 3400 (2500) —
Rec oilflow, I/min (US gallon) 40 (10.6) Grapple close| |Grapple open
Weight, kg (Ib) 79 (174)
Max working pressure: Connection:

Rotator

Grapple / Tool open
Grapple / Tool close
Extra oil function

&R = Max 25 MPa (3625 psi) G 1/2"
€G=> Max 20 MPa (2900 psi) G 1/2"
= G € Max 30 MPa (4350 psi) G 1/2"
Max 30 MPa (4350 psi) G 3/4"
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ROTATOR GRS165203

Specially designed for grapple saw

170
[6.69]

[15.67]

@21 6x60°
[0.83]

Technical data
Rotation
Max axial load static, KN (lbf)

Max axial load dynamic, KN (lbf)

Torque at 25Mpa (3625psi), Nm (Ib ft)

Rec oilflow, I/min (US gallon)
Weight, kg (Ib)

Max working pressure:
Rotator

Grapple / Tool open
Grapple / Tool close
Extra oil function

213
[8.39]

Unlimited
+160 (35976)
- 90 (20236)
+80 (17988)
- 45 (10118)
3400 (2500)
40 (10.6)

83 (183)

Connection:

€R > Max 25 MPa (3625 psi) G 1/2"
€G=> Max 20 MPa (2900 psi) G 1/2"
= G € Max 30 MPa (4350 psi) G 1/2"

Max 30 MPa (4350 psi) G 3/4"

— S
LELA\ILITIR(OTTIRS
@224
[8.82]
el e=W ==
Qe 110
I [
40
[1.57]
?245
[9.65]
fa
Grapple open
@ Grapple close
Rotator Extra channel 1
Extra channel 2
LALTRO TR
T = ’/L
Extra B
channel 1 —

Extra channel 2

DN

Grapple close

Grapple open
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ROTATOR HR6

Specially designed for the Harvester heads

130.5

[5.14]
_ 80.5 N
o] e
BB =

| . L

e J

300
[11.81]

®35
[1.38]

Technical data

Rotation

Max axial load static, KN (lbf)

Max axial load dynamic, KN (Ibf)

Torque at 25Mpa (3625psi), Nm (Ib ft)
Rec oilflow, I/min (US gallon)

Weight, kg (Ib)

Max working pressure:

Rotator ~ €=R=» Max 25 MPa (3625 psi)

Unlimited
+60 (13491)
- 45 (10118)

+30 (6745)
- 25 (5621)
1700 (1253)

25 (6.6)
46 (101)

€«R
Connection: R=>
G1/2"

36
[1.42]

M16(4x) Depth 35 (1.38)

6x60°M16 Depth 35 (1.38)
0 140
[5.51]

VIEW A

o
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ROTATOR HR10SM

Specially designed for the Harvester heads

®45

[6.69] ‘ [1.77]
_ 100.5
[3.96]

55
[2.17]

6x60°M16 depth 42 [1.65"]

0 & | -
o
el 1[I | [Hed]] VEA
‘ 4 1
\

A 0220

[8.66]

A
Technical data &
Rotation Unlimited
Max axial load static, kN (Ibf) +100 (22485)
- 90 (20236)
Max axial load dynamic, kN (Ibf) +50 (11242) = =
-45(10118) U L
Torque at 25MPa (3625psi), Nm (Ib ft) 2400 (1770)
Rec oailflow, I/min (US gallon) 30 (7.9)
Weight, kg (Ib) 64 (140) €R
i 4

Max working pressure: Connection: €R lﬁ
Rotator €R=» Max 25 MPa (3625 psi) G1/2"
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ROTATOR HR125M

Specially designed for the Harvester heads

170
4
(6.69] ‘ o
— 100.5
[3.96] mE‘
I i I
F—- | ad
Sl

349

[13.74]

‘ 6x60°M16 depth 53 [2.09]

VIEW A

[0.98]

25

|
©

—a—]

Technical data . . ©
Rotation Unlimited
Max axial load static, kN (Ibf) +120 (26982)

-100 (22485) W ﬂ/
Max axial load dynamic, kN (Ibf) +60 (13491) —

-50 (11242) ———
Torque at 25MPa (3625psi), Nm (Ib ft) 2900 (2139)
Rec oilflow, I/min (US gallon) 35 (9.25) O
Weight, kg (Ib) 69 (152) €R

R=>

Max working pressure: Connection: ﬂ Tﬁ
Rotator ~€R=» Max 25 MPa (3625 psi) G 12"
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ROTATOR HR165M

Specially designed for the Harvester heads

170 045
[6.69]
— 100.5
[3.96] m? [14;13}
o~ .
i _ _ )
o
)
L) Etc
O I ‘ i / T f
l — RN
e o
‘ o
™ E \
| |
h h //
— — 6x60°M16 depth 53 [2.09]
‘0
el ] | [(eel] e
D224
[8.82]
‘A
Technical data - L@
Rotation Unlimited
Max axial load static, kN (Ibf) +160 (35976)
-100 (22485) [F
Max axial load dynamic, kN (lbf) +80 (17988)
-50 (11242) _—
Torque at 25MPa (3625psi), Nm (lb ft) 3300 (2434)
Rec oilflow, I/min (US gallon) 40 (10.6)
Weight, kg (Ib) 71 (157) €R
. . R=>
Max working pressure: Connection: €R R>
Rotator ~€=R=» Max 25 MPa (3625 psi)* G 12"

* Relief valves fitted
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ROTATOR GPR

,_®35[1.38]

10-01

130.5 [5.14 ]

45 [1.77

80.5 [3.17

42[1.65 |

=

317 [12.49 |

0214 [8.43 ]

63[2.48 |

$35][1.38]

©78[3.07 ]

36[1.42 ]

Grapple open

@ f @
| —|
8
) N
g 3
|
236 [9.29 |
Technical data
Rotation Unlimited
Max axial load static, KN (Ibf) 100 (22485)
Max axial load dynamic, KN (Ibf) 50 (11242)
Torque at 25Mpa (3625psi), Nm (lb ft) 2000 (1475)
Rec oilflow, I/min (US gallon) 22 (5.8)
Weight, kg (Ib) 51 (112)
Max working pressure: Connection:
Rotator €R=>» Max 25 MPa (3625 psi)* G1/2"
Grapple / Tool open €G> Max 25MPa (3625 psi) G 1/2"
Grapple / Tool close =G € Max 25 MPa (3625 psi) G1/2"

*Relief valves fitted

Grapple close
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©® 13 15 (Locating pin)

INDUSTRIAL ROTATOR CPR 5

140

©»172

|

@ 90 +0.2

0.5x45 ° R0.8
N

* D 26(4x)

177
131

18(4x)

D 17(4x)

18

Technical data

15

Rotation Unlimited

Max axial load +50 KN

Max radial load 36 KN

Torque at 25 Mpa 1350 Nm

Rated displacement 354 cm3/rev.

Rotation speed max 30 rpm

Oil duct area for grapple 95 mm’

Weight 45 kg

Function Max working pressure  Rec oilflow  Connection

R - rotation 25 MPa* 15 I/min M 18x1.5
GO - grapple/tool open 35 MPa M 18x1.5
GC - grappleftool close 35 MPa M 18x1.5

* Relief valves fitted

M12\ 28(10x)

BALTROTORS
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INDUSTRIAL ROTATOR CPR 5-01

140

g
D172
®90+0.2
0.5x45 ° R0.8
:
o) (o
7 +
R GO ‘ GC . D 26(4x)
T bed
<
% © ®
m
o |
# D 17(4x)
e L 3230
70)(360
13V 15 (Locating pin)
M127 28 (10x)

Technical data

Rotation Unlimited

Max axial load +50 KN

Max radial load 36 KN

Torque at 25 Mpa 1350 Nm

Rated displacement 354 cm3/rev.

Rotation speed max 30 rpm

Oil duct area for grapple 95 mm’

Weight 45 kg

Function Max working pressure  Rec oilflow  Connection

R - rotation 25 MPa* 15 I/min M 18x1.5

GO - grapple/tool open 35 MPa Upper - M 18x1.5; Lower - G 3/8"
GC - grapple/tool close 35 MPa Upper - M 18x1.5; Lower - G 3/8"

* Relief valves fitted
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Technical data

INDUSTRIAL ROTATOR CPR9

M10 V18
[V 0.71]

R115 [4.53 ]

8x45°

©270[10.63 |

(PATENT PENDING)

©16[0.63 ]
v 15[0.59]
(Locating pin)

(1144 [450 )

(1144 [4.50 |)

(12[047] )

2.3[0.09 ]

==

| 1

0244 [9.61 | .~
. @ 160 +0.2 [630 +0.01 } 2
0.5 [0.02]x45 |=‘=| R0.8 [0.03] |=+=I :]
$26[1.02 ] @@ ©) @
R GO GC R 0
~
Q
o P . -
[ wn
o| @ ~
ol in|— | ©
< s
< M o
SS - ‘
P i — |
1 = - (%l I I } %]
[[TTEd 157059 ]
p $295 01 [11.61 001 ]
_®17]067] ! 305 [12.01 ]
»16[0.63 ] g
' 15 [0.59] X X

(Locating pin)

Rotation

Max axial load

Max radial load

Moment of deflection
Torque at 25 Mpa

Rated displacement
Rotation speed

Oil duct area for grapple
Weight

Unlimited
+90 KN [20233 Ibf]

70 KN [15737 Ibf] -

24 KNm [17701 Ib ft]

3000 Nm [2213 Ib ft]

832 cm’frev. [50.8 in’/rev.]
max 30 rpm

150 mm’ [0.232 in’]

90 kg [198 Ib]

Function Max working pressure  Rec oilflow Connection

R - rotation 25 MPa [3625 psi] * 30 I/min [7.9 gal(US)/min] G 1/2"
GO - grapple/tool open 35 MPa [5076 psi] G 3/4"
GC - grapple/tool close 35 MPa [5076 psi] G 3/4"

* Relief valves fitted

\
$23.5[0.93 ]

M20 V40[ ¥ 1.57](12x30 °)

©210[8.27 ]

15°
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INDUSTRIAL ROTATOR CPR9-01

(PATENT PENDING)

$160.63 ]
V' 15[0.59]
(Locating pin)

(12[047] )

©270 [10.63 ]

114.4 [4.50 |
@244 [9.61 ] o~
0.5[0.02]x45 ° @ 160 - gg:%:;} E}
M O =
$26[1.02 ] @ @ © g
R GO GC R
|
o
2 ] =
| wn
— O [
—| @ S
AN| O )
N — o —
gm " ‘ 2
. ‘@ @ |-
[e0) wn
L‘J JHI==| | == H_Al
H Il |
‘ $295 01 [11.61 001 ] |
17 [0.67 ‘ |
_D17]067] 1 ?»305 [12.01 ]
©161[0.63 | O \
T 15[0.59] D\@ (&)

(Locating pin)

\)\ M20 T40[ T 1.571(12x30 °)

i‘?‘ ©210[8.27 ]

Technical data £ @)
Rotation Unlimited \ D y
Max axial load +90 KN [20233 Ibf] AN & 1~ D —//\
Max radial load 70 KN [15737 Ibf] 2 ! &) QY
Moment of deflection 24 KNm [17701 Ib ft] N OS2 ="
Torque at 25 Mpa 3000 Nm [2213 Ib ft] o OO~

Rated displacement 832 cm’frev. [50.8 in3/rev.] e =

Rotation speed max 30 rpm

Oil duct area for grapple 150 mm’ [0.232 inz]

Weight 99 kg [218 Ib]

Function Max working pressure  Rec oilflow Connection

R - rotation 25 MPa [3625 psi] * 30 I/min [7.9 gal(US)/min] G 1/2"

GO - grapple/tool open 35 MPa [5076 psi] G 3/4"

GC - grapple/tool close 35 MPa [5076 psi] G 3/4"

* Relief valves fitted

BALTROTORS www.baltrotors.lv




INDUSTRIAL ROTATOR CPR14

(PATENT PENDING)

®»22[0.87 ]
V15[V 0.59]

(Locating pin)

(153 [060] )

?3401[13.39 | (145.2 [5.72])

$255[10.04 |

. [6.69 +0.01 }
0.5 [0.02]x45 ‘
= R0.8 [0.03 | I==I#

©32[1.26 ]

15[0.59 ]

235[9.25 |

167 [6.57 ]
24[0.94 |

= »185 [0.73 ]

1 |
¢®210083] | &> 15[o59] " L ;

\ ©380 [14.96 |

®»30[1.18]

©2210.87]
V15[V 0.59]

(Locating pin) M20 U 45[ 1 1.771(12x30 °)

220 [8.66 ]

Technical data

Rotation Unlimited

Max axial load +140 KN [31473 Ibf]

Max radial load 100 KN [22481 Ibf]

Moment of deflection 40 KNm [29502 Ib ft]

Torque at 25 Mpa 4500 Nm [3319 Ib ft]

Rated displacement 1222 cm’/rev. [74.6 in3/rev.]

Rotation speed max 25 rpm

Oil duct area for grapple 260 mm’ [0.403 inz]

Weight 159 kg [350 Ib]

Function Max working pressure  Rec oilflow Connection

R - rotation 25 MPa [3625 psi] * 35 I/min [9.2 gal(US)/min] G 1/2"
GO - grapple/tool open 35 MPa [5076 psi] G 3/4"
GC - grapple/tool close 35 MPa [5076 psi] G 3/4"

* Relief valves fitted

BALTROTORS www.baltrotors.lv
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Technical data

INDUSTRIAL ROTATOR CPR14-01

(PATENT PENDING)

©2210.87]
V15[ 0.59]
(Locating pin)

R146 [5.75 | 1<}
B &Y
: °)’Q)
o
e}
8x45° ) O
™
* n
$340[1339] /| (1452 [5.72]) (1452 [5.721), |
©255 [10.04 |
. @ 170 02 [6.69 001 }
0.5 [0.02]x45
[0.02)x |=.=| R0.8 [0.03 ] |=+=I
| - |
\ \ —
?32[1.26]] G ODL.© =
S
! "
] B | N | -
[o0]
S —
| — —
R
RN
B S - 2
GC GO 2,
wn
®21[0.83 | = .
| ©380[14.96 ]
T

©22[0.87]
T 15[V 0.59]

(Locating pin) M20 V45[ \ 1.77](12x30 °)

220 [8.66 ]

Rotation

Max axial load

Max radial load

Moment of deflection
Torque at 25 Mpa

Rated displacement
Rotation speed

Oil duct area for grapple
Weight

Unlimited
+140 KN [31473 Ibf]
100 KN [22481 Ibf]
40 KNm [29502 Ib ft]
4500 Nm [3319 Ib ft]
1222 cm3/rev. [74.6 in3/rev.]
max 25 rpm

260 mm’ [0.403 in’]

171 kg [378 Ib]

Function Max working pressure  Rec oilflow Connection

R - rotation 25 MPa [3625 psi] * 35 I/min [9.2 gal(US)/min] G 1/2"
GO - grapple/tool open 35 MPa [5076 psi] G 3/4"
GC - grappleftool close 35 MPa [5076 psi] G 3/4"

* Relief valves fitted
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Technical data

INDUSTRIAL ROTATOR CPR15

(PATENT PENDING)

R146 [5.75 |

®22[0.87 ]
V15[V 0.59]
(Locating pin)

=

Q

)

m

wn

0340 [1339] /| pasa [s72 ) (as2 [5721)
©300[11.81 ] ‘
. L 9170 [6.69 "] _ |

0.5 [0.02]x45 |=l=| V M ‘ |=l=| ! I
$32[1.26] ;A
@3 n
=l

,71 oL

235[9.25 ]

15[059 |/ = |

©380 [14.96 |

©22[0.87]
V15[V 0.59]

(Locating pin)

Rotation

Max axial load

Max radial load
Moment of deflection
Torque at 25 Mpa
Rated displacement
Rotation speed

Oil duct area for grapple

Weight

Function

Max working pressure

Unlimited
+150 KN [33721 Ibf]
110 KN [24729 Ibf]
40 KNm [29502 Ib ft]
4500 Nm [3319 Ib ft]
1222 cm’/rev. [74.6 in’frev.]
max 25 rpm

260 mm’ [0.403 in’]

165 kg [365 Ib]

Rec oilflow

R - rotation

GO - grapple/tool open
GC - grapple/tool close

* Relief valves fitted

25 MPa [3625 psi] *
35 MPa [5076 psi]
35 MPa [5076 psi]

Connection
35 I/min [9.2 gal(US)/min] G 1/2"
G1"
G1"

0185 [0.73

S\ I S
S NN Y

3.10 [0.12]

Y

©»30[1.18]

M20 V45V 1.77]1(12x30 °)

?265[10.43 |
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INDUSTRIAL ROTATOR CPR15-01

(PATENT PENDING)

»22[0.87]
V15[V 0.59]
(Locating pin)
R146 [5.75 | O
- -— (%
’ °)'Q -
o
9
8x45° ) 3
m
x n
©340[13.39 ] /| (452 [572]) (1452 [572)
$300[11.81]
05[0.02]x45 °| ©170 " [6.69 ']
/M R0.8 [0.03 ] I%I
L ﬁ )
| ‘ |
$32[1.26 ] o ‘@ .
R GO GC R 0 2
‘ -
" 1 I 10
[o0]
Q T
e
o
RSIRS
g = 2
GC GO S,
wn
| | 10
¢21083] 1 T
| 0380 [14.96 ] \

©22[0.87]

1517 059] © ©
(Locating pin) . b M20 V45[ V 1.77](12x30 °)
®265[10.43 ]
b 15°
Technical data
Rotation Unlimited /?7 \)\(\ N
Max axial load +150 KN [33721 Ibf] X | .
Max radial load 110 KN [24729 Ibf] B —— — B
Moment of deflection 40 KNm [29502 Ib ft]
Torque at 25 Mpa 4500 Nm [3319 Ib ft] =
Rated displacement 1222 cm’/rev. [74.6 in’frev.] '\ '
Rotation speed max 25 rpm
Oil duct area for grapple 260 mm’ [0.403 in’]
Weight 178 kg [392 Ib]
Function Max working pressure  Rec oilflow Connection
R - rotation 25 MPa [3625 psi] * 35 I/min [9.2 gal(US)/min] G 1/2"
GO - grapple/tool open 35 MPa [5076 psi] G1"
GC - grapple/tool close 35 MPa [5076 psi] G1"

* Relief valves fitted
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INDUSTRIAL ROTATOR GIR12, GIR12-01

g D1 E
D2 Hs 5
©310[12.20 ] ‘ ™ Ro21001] | %
€R GO . GC R> / _Ro8[003]
1 N 7
e )
[ 2 O 2
@ < £204.9 x0.1 [8.07 +0.004 ] }
1 T T L T
N
—| o
7N\ ~ = @ P
oo O ©
©) =
N~ = - ’;/ © /
— 0 3 GC
S 5 A 52.4 [2.06 ]
§ &
G 3/4" (2x)
— —
\ $200 [7.87 ] \ A
| | A
U GC
360 GC
Alternative
72°(5x)
60° (6x)
- @ D
. M (6x60 )
17067 ] N //
(10x)
275 [10.83 o
$275 [ ] O
Technical data
Rotation Unlimited
Max axial load static +250 KN [56202 Ibf] View A
Max axial load dynamic +80 KN [17985 Ibf]
Torque at 20 Mpa 2000 NT [1475 b ft]3 D D1 D2 M L Weight
Rated displacement 724 cm’/rev. [44.2 in"/rev.] N
Rotation speed max 30 rpm GIR 12-00 200 [7.87] | 235[9.25] | 160 [6.3] M20 45 [1.77] | 85 kg [188 Ib]
Oil duct area for grapple 150 mm? [0.232in’] GIR12-01 | 180[7.09]|210[8.27] | 140 [5.51]| M16 | 40 [1.57] | 82 kg [180 Ib]
Function Max working pressure  Rec oilflow Connection
R - rotation 21 MPa [3045 psi]* 25 I/min [6.6 gal(US)/min] G 1/2"
GO - grapple/tool open 32 MPa [4640 psi]* G 3/4", SAE 1"
GC - grapple/tool close 32 MPa [4640 psi]* G 3/4", SAE 1"

* Relief valves fitted
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INDUSTRIAL ROTATOR GIR 12-04

©245[9.65 ] ‘E o
®305 [12.01 ] . 1004 ]xd5° ®160(630] S|z
! X
€« 7 7 729 e R0.8 [0.03 ] ©| &
| 1 N T : P :
< © el ~
© ‘ ‘ O 0 | ‘
N = - ’
377 @ | } 204.9 +0.1/[8.07 +0.004 | }
— ™
N
M o
- AL o
3\ &
<
~ Al
2 o n
- ~N
—] (a0]
o
<]
o~

@ 20 +0.13 [0.79 +0.005 :|
\ 25[0.98]

Technical data

Rotation Unlimited

Max axial load static +250 KN (56202 Ibf)

Max axial load dynamic +80 KN (17985 Ibf)

Torque at 20 Mpa 2000 Nm (1475 Ib ft)

Rated displacement 724 cm’frev. (44.2 inz/rev.)

Rotation speed max 30 rpm

Oil duct area for grapple 150 mm’ (0.232 inz)

Weight 96 kg (211 Ib)

Function Max working pressure Rec oilflow Connection

R - rotation 21 MPa (3045 psi)* 25 I/min (6.6 gal(US)/min) G 1/2"

GO - grapple/tool open 32 MPa (4640 psi)* upper G 3/4", lower G 1/2"
GC - grapple/tool close 32 MPa (4640 psi)* upper G 3/4", lower G 1/2"

* Relief valves fitted
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ROTATOR GIR12-05

®233[917]  —
<
©160 [6.30 | H8 N
o 305 12,01 | RO.2 RO8 -
8 €R GO GC L R= | ' |
E @01 .
T E <
I ° n . ,
© T L | ()204.9 +0.1[8.07]
™M J— T
3 = 3 125000
3 > S8 i
° — N o 52.4 [2.06 |
0 2
g o ~
N
_ M10(8x)
200 [7.87 ] A A

GC

Alternative

M20(6x60x)

0171067 | (10x) ?26[1.02 | (10x)

Technical data

Rotation Unlimited

Max axial load static +250 KN (56202 Ibf)

Max axial load dynamic +80 KN (17985 Ibf)

Torque at 20 Mpa 2000 Nm (1475 Ib ft)

Rated displacement 724 cm’frev. (44.2 in3/rev.)

Rotation speed max 30 rpm

Oil duct area for grapple 200 mm’ (0.31inz)

Weight 102 kg (225 Ib)

Function Max working pressure  Rec oilflow Connection

R - rotation 21 MPa (3045 psi)* 25 I/min (6.6 gal(US)/min) G 1/2"

GO - grapple/tool open 32 MPa (4640 psi)* G1"; SAE 1"
GC - grapple/tool close 32 MPa (4640 psi)* G 1"; SAE 1"
L - extra oil funktion 10 MPa (1450 psi) G 1/2"; G 3/8"

* Relief valves fitted
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ROTATOR GIR 25

2831[11.14 ]

"~ ©280[11.02 | ‘ "n
_ ©380[14.96 | - o 3
— L ®170[669] . o
€R GO GC__R> < | ‘ !
‘ ! I 17 =
0 6 o e @
[& J 1 D
| : © : | . I : : ( ©259.9 £0.1
o> 1 | [10.23]
< ' ©
E eMO)
’ 3 ~ o\o
— S - GC
n —
g — 66,7|(2.63 |
[t}
m —
—— « / =
M14 (8x) ‘
—_—— G1"(3x) ‘
| | ]
©250[9.84 | A A
©26 [1.02 ] (10x) @ GC GC
7 72°(5%) 360 Alternative
a 60° (6x) /E}\
\ (&
C 52 e
/ \
Y I 2 = |
> - M24 (6x60 °) o S
AN Q ﬁ”% 9
/@ : ©230[9.06 | D¢ -
7340 [13.39 | — O~
Technical data GO
Rotation Unlimited
Max axial load static +450 KN (101164 Ibf)
Max axial load dynamic +160 KN (35969 Ibf)
Torque at 20 Mpa 3500 Nm (2581 Ib ft)
Rated displacement 1304 cm’frev
Rotation speed max 25 rpm
Oil duct area for grapple 260 mm’ (0.403 inz)
Weight 146 kg (322 Ib)
Function Max working pressure Rec oilflow Connections
R - rotation 21 MPa (3045 psi)* 35I/min G1/2"
GO - grapple/tool open 32 MPa (4641 psi)* G 1", SAE 1 1/4"
GC - grapple/tool close 32 MPa (4641 psi)* G 1", SAE 1 1/4"

*  Relief valve fitted
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ROTATOR GIR 25-02

g ©280[11.02 ] . "
_ ?380[14.96 | ™~ ™
— . ©170[6.69] _ o~
€R GO GC R < L | ‘ ‘
‘ A
o0l
| : @ : | : : 0|®259.9 0.1
C P | < | [10.23]
00 al 0@ 00|00
ol g F Mol
— oVo 3 ° Q M10 (16x)
s 00 = . o |00]
E g S 8 GO GC G3/4"(4X)
™M A D I
S N oy 31.6 [1.24 ]
—— 8 2 "] [
M14 (16x) 52.4 [2.06 |
$250[9.84 |

©201[0.79 ] (2x)

©340[13.39 ]

©261[1.02](12x)

O

0, - M24 (6x60 °)
?-) \g)/ )
* g @/Q) @230 [9.06 ]
Technical data
Rotation Unlimited
Max axial load static +450 KN (101164 Ibf)
Max axial load dynamic +160 KN (35969 Ibf)
Torque at 20 Mpa 3500 Nm (2581 Ib ft)
Rated displacement 1304 cm3/ rev
Rotation speed max 25 rpm
Oil duct area for grapple 260 mm’ (0.403 inz)
Weight 146 kg (322 Ib)
Function Max working pressure Rec oilflow Connections
R - rotation 21 MPa (3045 psi)* 35I/min G1/2"

GO - grapple/tool open
GC - grapple/tool close

*  Relief valve fitted

32 MPa (4641 psi)*
32 MPa (4641 psi)*

G 3/4", SAE 1 1/4", SAE 1"
G 3/4", SAE 1 1/4", SAE 1"
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ROTATOR GIR 25-04

©380 [14.96 |

€R

GO GC

OJOJ°

(€

| @

L
00
00 —
™M
ﬁ 0o 0
3 00 el
i n
A [e))
— [o)}
[an] (e8]
o]
o
——
—/——
©250[9.84 ]

Technical data

©201[0.79 ] (2x)

$340[13.39 |

D
vl

M20 (12x30 °

240 19.45 |

Rotation

Max axial load static
Max axial load dynamic
Torque at 20 Mpa

Rated displacement
Rotation speed
Oil duct area for grapple

Unlimited

£450 KN (101164 Ibf)
+160 KN (35969 Ibf)
3500 Nm (2581 Ib ft)

1304 cm’/rev
max 25 rpm
260 mm’ (0.403 in’)

~ ©280[11.02 ] 0
N ™
= . $170[669] | =
s | 669, o
| 7. -
g oIl
: : ) |®259.9 0.1
5 | aoo | [10.23]
fal ] 00
SR = oM N
o %& M10 (16x)
T O -
8 8 GO GC G3/4"(4X)
N
NN 31.6 [1.24 ]
8 & 7 9
M14 (16x) 52.4 [2.06 |

)

VIEW A

Weight 146 kg (322 Ib)
Function Max working pressure Rec oilflow Connections
R - rotation 21 MPa (3045 psi)* 35l/min G1/2"

GO - grapple/tool open
GC - grapple/tool close

*  Relief valve fitted

32 MPa (4641 psi)*
32 MPa (4641 psi)*

G 3/4", SAE 1 1/4", SAE 1"
G 3/4", SAE 1 1/4", SAE 1"
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LINK BRM 1-60

0 n
P25 _(0.98") 60 -2 (2.36")

115 (4.53")
170 (6.69")

¢ 25 (0.98")

61050 (2.40")

123 (4.84")

Serial number

* Weight - 3.45 kg (7.60 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 10), until it will appear
t?c tZe /ex/z;erna/ surfaces. Greasing must be repeated after every 8 working hours
of the link.
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LINK BRM 1-60-01

N o~
3 ~ 2
¥ &K NJ
s s
| qu ~
— e,
61 (2.40")
123 (4.84")

* Weight - 3.73 kg (8.22 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 10), until it will appear
t?c tZe /ex/z;erna/ surfaces. Greasing must be repeated after every 8 working hours
of the link.
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LINK BRM 1-73

0 n
025 _(0.98") 602 (2.36")

- (®
macE e tons

165 (6.50")
220 (8.66")

¢ 25 (0.98")

7475 (2.91")
141 (5.55")

Serial number

* Weight - 4.78 kg (10.53 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 10), until it will appear
t(} tZe /ex/t;erna/ surfaces. Greasing must be repeated after every 8 working hours
of the link.
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LINK BRM 1-73-01

D25 (0.98") 60 (2.36")

==
@4
——

asai s
N 2
5 3
N %
S N S
~ %? m
— S
| S
© I
74 (2.91")
141 (5.55")

Serial number

* Weight - 5.12 kg (11.29 Ib)
* Fill grease Starplex EP 2, through lubricating nipple (pos. 10), until it will appear

to the external surfaces. Greasing must be repeated after every 8 working hours
of the link.
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LINKBR 1

o~
~ N
R M ™
I N
N N Q
S 8 3
~ T S E
Y
! |
ik 1
_ : _ |L -
U |
l !
\ | L )
- _61.50% (2.42")
76.50 (3.01")
171 (6.73")

* Only by request for rotator GR 30

Dimensions
Crane nose . .
pivot pin Link width B (mm)
diameter .
@D (mm) Serial number

8045 (3.15") 7045 (2.76") 6045 (2.36")

45(1.77" BR 1/80/45 BR 1/70/45 BR 1/60/45
40 (1.57" BR 1/80/40 BR 1/70/40 BR 1/60/40
35(1.38") BR 1/80/35 BR 1/70/35 BR 1/60/35
30(
25(
20 (

)
)

1.18" BR 1/80/30 BR 1/70/30 BR 1/60/30
0.98") BR 1/80/25 BR 1/70/25 BR 1/60/25
) BR 1/80/20 BR 1/70/20 BR 1/60/20

0.79"

e Pin locking nut is tightened with a torque of 120 Nm (89 Ib ft)
e Weight - 5.5+1 kg (12.12+2.20 Ib)
e Fill grease Starplex EP 2, through lubricating nipple (pos. 9), until it will appear
to the external surfaces. Greasing must be repeated after every 8 working hours of the link.
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110 (4.33")

76.50 (3.01")

? 30 (1.18")

171 (6.73")

LINK BR 1-A

Dimensions

Crane nose
pivot pin
diameter
@D (mm)

Link width B (mm)

8045 (3.15")

7045 (2.76"

60 45 (2.36")

1.77"

BR 1-A/80/45

BR 1-A/70/45

BR 1-A/60/45

)
1.57")

BR 1-A/80/40

BR 1-A/70/40

BR 1-A/60/40

1.38")

BR 1-A/80/35

BR 1-A/70/35

BR 1-A/60/35

BR 1-A/80/30

BR 1-A/70/30

BR 1-A/60/30

BR 1-A/80/25

BR 1-A/70/25

BR 1-A/60/25

45 (
40 (
35(
30(1.18")
25 (0.98")
20(0.79")

BR 1-A/80/20

BR 1-A/70/20

BR 1-A/60/20

e Pin locking nut is tightened with a torque of 120 Nm (89 Ib ft)

e Weight - 5.5+1 kg (12.12+2.20 Ib)

e Fill grease Starplex EP 2, through lubricating nipple (pos. 8), until it will appear

186.50 (7.34")

Serial number

to the external surfaces. Greasing must be repeated after every 8 working hours of the fink.
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LINK BR 2

=
=

240 (9.45")
330 (12.99")

O35 (1.77")

80 -1
(3.15")
185.50 (7.30")
Dimensions
C . .
rsir\}gtngisne Link width B (mm)
diameter
? D (mm) 802 (3.15" | 100, (3.94"
45 (1.77" BR 2/45 BR 2-100/45
40 (1.57") BR 2/40 BR 2-100/40
35(1.38") BR 2/35 BR 2-100/35
30(1.18" BR 2/30 -

* Pin locking nut is tightened with a torque of 120 Nm (89 Ib ft)

* Weight - 16.5+ 1 kg (36.37+-2.20 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 7), until it will appear to the external surfaces.
Greasing must be repeated after every 8 working hours of the link.
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LINKBR 2 C

‘ 80 -02 (3.15") |

150 (5.91")

O35 (1.77")

240 (9.45")

80 -05(3.15")

185.50 (7.30")

Crane nose

pivot pin Link

diameter

© D (mm)

45 (1.77") BR 2 C/45

40 (1.57" BR 2 C/40

35(1.38") BR 2 C/35

30 (1.18") BR 2 C/30

25 (0.98") BR 2 C/25

* Pin locking nut is tightened with a torque of 120 Nm (89 /b ft)

* Weight - 12.5+0.5 kg (27.55+1.10 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 7), until it will appear
to the external surfaces. Greasing must be repeated after every 8 working hours of the link.
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LINKBR 3

B ‘
Q
a |
A
© e 3
s e g
S S
NN
N
N ) \
el @
O
P ) ) " o
IS8
0
100 -o0.2
(3.94")
228.50 (9.00")
Dimensions
C . .
rsir:/gpgisne Link width B (mm)
diameter
?D (mm) 802, (3.15" 1000, (3.94")
50(1.97") BR 3-80/50 BR 3/50
45 (1.77") BR 3-80/45 BR 3/45
40 (1.57") BR 3-80/40 BR 3/40
35(1.38") BR 3-80/35 BR 3/35
30(1.18") BR 3-80/30 -

* Pin locking nut is tightened with a torque of 120 Nm (89 Ib ft)

* Weight - 20.5+1 kg (44.09+2.20 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 7), until it will appear to the external surfaces.
Greasing must be repeated after every 8 working hours of the link.
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LINKBR3B  (with bronze busging)
| |

Q
2 I
A
® 2 2
s ¢ g
S )
TR
=~
N J N
Nal ©)
O
2 i . g )
IS
100 -9
(3.94")
228,50 (9.00")
Dimensions
C L
rsi(‘,gtngisne Link width B (mm)
diameter
? D (mm) 802 (3.15" 1002, (3.94")
45 (1.77") BR 3-80 B/45 BR 3 B/45
40 (1.57") BR 3-80 B/40 BR 3 B/40

* Pin locking nut is tightened with a torque of 120 Nm (89 Ib ft)

* Weight - 20.5+ 1 kg (44.09+2.20 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 7), until it will appear to the external surfaces.
Greasing must be repeated after every 8 working hours of the link.
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315 (12.40")

240 (9.45")

LINK BR 4

211 (8.31")

71(2.80") -
T T TY

&l

¢ 30 (1.18")

61.5% (2.42")

76.5 (3.01")

171 (6.73")

* Only by request for rotator GR 30

Serial number

. Pin diameter
Link D (mm)
BR 4 25(0.98")
BR 4-A 30(1.18")

e Pin locking nut is tightened with a torque of 120 Nm (89 Ib ft)
e Weight - 12.5+1 kg (27.56+2.20 Ib)
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LINK BRM 10-60

D25 (0.98") 602 (2.36")
_ + _
E\ —
SO N >
: 7___7 @a
R
y ] N
I H- @ .
LI g —
S ~
N\J K
m —/ &
— Q
S
- 614 (2.40")
172 (6.77")

* Pin locking nut is tightened with a torque of 60 - 160 Nm (45 - 120 Ib ft) dependent on desired brake power.

* Weight - 4.73 kg (10.42 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 12), until it will appear to the external surfaces.
Greasing must be repeated after every 8 working hours of the link.
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LINK BRM 10-60-01

025 (0.98") 60 (2.36")
E\ —
3 ~
\J N
g | o
~ L | =
- T QS
N
T\'
|| LT 1] T N
;\ | | — B I —
3 ~
N\J &
m —1 e
] 9
IS
- 61 (2.40")
172 (6.77")

Serial number

* Pin locking nut is tightened with a torque of 60 - 160 Nm (45 - 120 Ib ft) dependent on desired brake power.

* Weight - 5 kg (11 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 12), until it will appear to the external surfaces.
Greasing must be repeated after every 8 working hours of the link.
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LINK BRM 10-73

D25 (0.98") 605 (2.36")
N
?
NJ N
S 3
2 S
h - - NJ
= R
N
| She s
2 Ul 0
N =~
Q ] Y
oL A o
N B N
5 Q
Q
7475 (2.91")
190 (7.48")
Serial number

* Pin locking nut is tightened with a torque of 60 - 160 Nm (45 - 120 Ib ft) dependent on desired brake power.

* Weight - 4.73 kg (10.42 Ib)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 12), until it will appearto the external surfaces.
Greasing must be repeated after every 8 working hours of the link.
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LINK BRM 10-73-01

D25 (0.98") 60 (2.36")
*
2
J A
Wy "
© S
- - - N
T | R
] ] o
IS Sne A
~ u B
1
aEle
— ] o) —
oL A <
@ ' S
a <
S
74 (2.91")
190 (7.48")
Serial number

* Pin locking nut is tightened with a torque of 60 - 160 Nm (45 - 120 Ib ft) dependent on desired brake power.

* Weight - 6.77 kg (15 1b)

* Fill grease Starplex EP 2, through lubricating nipple (pos. 12), until it will appearto the external surfaces.
Greasing must be repeated after every 8 working hours of the link.
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110 (4.33")

LINKBR 10

)

© 25 (0.98")

52 (2.05")

61.50% (2.42")
76.50 (3.01")

195 (7.68")

221.50 (8.72")

* Only by request for rotator GR 30

Dimensions
Crgir\‘,gt”gi;e Link width B (mm)

diameter

Pomm) | gh0 3asy | 708 2760 | 60 (2367
45(1.77") | BR10/80/45 | BR10/70/45 | BR10/60/45
40(1.57") | BR10/80/40 | BR10/70/40 | BR10/60/40
35(1.38") | BR10/80/35 | BR10/70/35 | BR10/60/35
30(1.18") | BR10/80/30 | BR10/70/30 | BR10/60/30
25(0.98") | BR10/80/25 | BR10/70/25 | BR10/60/25
20(0.79") | BR10/80/20 | BR10/70/20 | BR10/60/20

e Pin locking nut is tightened with a torque of 60 - 160 Nm (45 - 120 Ib ft) dependent on desired brake power.
e Weight - 6.5+1 kg (14.55+2.20 Ib)

e Fill grease Starplex EP 2, through lubricating nipple (pos. 15), until it will appear

to the external surfaces. Greasing must be repeated after every 8 working hours of the link.
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LINK BR 10-A

~
5 ~
N N
S S
A R
N
L ~N
R 7
L{Q? L|
S L 76.50 (3.01")
[P
o 195 (7.68")
Dimensions
Cg‘i'\‘/f)t”&"ne Link width B (mm)
diameter
Domm) | gh0 sy | 708 760 | 608 (236)
45(1.77")  |BR10-A/80/45 |BR10-A/70/45 |BR 10-A/60/45
40 (157"  |BR10-A/80/40 |BR10-A/70/40 |BR 10-A/60/40
35(1.38") |BR10-A/80/35 |BR10-A/70/35 BR 10-A/60/35
30(1.18")  |BR10-A/80/30 |BR10-A/70/30 |BR 10-A/60/30
25(0.98")  |BR10-A/80/25 |BR10-A/70/25 BR 10-A/60/25
20(0.79")  |BR10-A/80/20 |BR10-A/70/20 |BR 10-A/60/20

e Pin locking nut is tightened with a torque of 60 - 160 Nm (45 - 120 Ib ft) dependent on desired brake power.
e Weight - 6.5+1 kg (14.55+2.20 Ib)

e Fill grease Starplex EP 2, through lubricating nipple (pos. 14), until it will appear

to the external surfaces. Greasing must be repeated after every 8 working hours of the link.

BALTROTORS

www.baltrotors.lv



LINKBR 40

211 (8.31")

| 71 (2.80") _
T T
‘ ol T
/JJ/ RN
S
‘N! 7_
E | | | |
S -
™ L
©=
N
R L‘?. S
B9 1 |
3 R
S
=
+
ol
—
a - -+ -
N, |
|
Q N ] Q il A
Ly o
o )
o a J
61.5% (2.42"
76.5 (3.01")
195 (7.68")

* Only by request for rotator GR 30

. Pin diameter
Link D (mm)
BR 40 25 (0.98")
BR 40-A 30(1.18"

e Pin locking nut is tightened with a torque of 60 - 160 Nm (45 - 120 /b ft) dependent on desired brake power.
e Weight - 13.5+1 kg (29.76+2.20 Ib)
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Swing damper BR 20 KS

805, (3.15")

220 (8.77")
312 (12.28")

=~ & }
?
. KN
2 : I\ !
IS
80.2 (3.16")
182 (7.17")
Link Diameter D (mm) Weight (kg)
BR 20 KS/45 45 (1.77") 13.65 (30.00 Ib)
BR 20 KS/40 40 (1.57") 13.88 (30.60 |b)
BR 20 KS/35 35(1.38") 13.99 (30.84 |b)
BR 20 KS/30 30(1.18") 14.14 (31.17 Ib)

Instruction manual

To adjust the brake of the link, following actions have to be done:
e release the lock nut (pos.2)

e twist the adjusting nut (pos.1) until the disc spring starts to clamp
e tighten the adjusting nut (pos.1) at 1...1.5 turns, that will provide braking moment of 200...250 Nm (148...185 ib ft)
e tighten the lock nut (pos.2) with tightening torque 100 Nm (74 Ib ft).

Greasing of lower slide bearing and brake cones is already done through lubricating nipple (pos.3). Fill grease

Starplex EP 2 until it will appear to the external surfaces.

Greasing must be repeated after every 8 working hours of the link.

NOTICE! The link is delivered ungreased. It should be well greased before taking into exploitation.
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Swing damper BR 20 KS-100
100 4> (3.94")

|
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220 (8.77")
312 (12.28")
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a 1 Jlin) N\
IS
80.2 (3.16"
182 (7.17")
Link Diameter D (mm) Weight (kg)
BR 20 KS-100/45 45 (1.77") 14.56 (32.09 |b)
BR 20 KS-100/40 40 (1.57") 14.83 (32.69 |b)
BR 20 KS-100/35 35(1.38") 15.04 (33.16 1b)

rE e
= NN /\
Instruction manual M§ turns

To adjust the brake of the link, following actions have to be done:

e release the Jock nut (pos.2)

e twist the adjusting nut (pos.1) until the disc spring starts to clamp
e tighten the adjusting nut (pos.1) at 1...1.5 turns, that will provide braking moment of 200...250 Nm (148...185 ib ft)
e tighten the lock nut (pos.2) with tightening torque 100 Nm (74 Ib ft).

Greasing of lower slide bearing and brake cones is already done through lubricating nipple (pos.3). Fill grease

Starplex EP 2 until it will appear to the external surfaces.

Greasing must be repeated after every 8 working hours of the link.

NOTICE! The link is delivered ungreased. It should be well greased before taking into exploitation.
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Swing damper BR 20 KSC
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Link Diameter D (mm) Weight (kg)
BR 20 KSC/45 45 (1.77") 11.16 (24.60 Ib)
BR 20 KSC/40 40 (1.57") 11.39 (25.111b)
BR 20 KSC/35 35(1.38") 11.50 (25.35 Ib)
BR 20 KSC/30 30(1.18") 11.65 (25.68 Ib)
3 21

\?a%/ g\ 1...1.5 turns

Instruction manual

To adjust the brake of the link, following actions have to be done:
e release the lock nut (pos.2)

e twist the adjusting nut (pos.1) until the disc spring starts to clamp
e tighten the adjusting nut (pos.1) at 1...1.5 turns, that will provide braking moment of 200...250 Nm (148...185 ib ft)
e tighten the lock nut (pos.2) with tightening torque 100 Nm (74 b ft).

Greasing of lower slide bearing and brake cones is already done through lubricating nipple (pos.3). Fill grease

Starplex EP 2 until it will appear to the external surfaces.

Greasing must be repeated after every 8 working hours of the link.

NOTICE! The link is delivered ungreased. It should be well greased before taking into exploitation.
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Swing damper BR 30 KS
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100.2 (3.94")
240 (9.45")
Link Déa(rpnentsr Weight (kg)

BR 30 KS/45 | 45 (1.77") | 20.39 (44.95 Ib)

BR 30 KS/40 | 40 (1.57") | 20.65 (45.52 |b)
BR 30 KS/35 | 35(1.38") | 20.78 (45.81 |b)

Instruction manual &

To adjust the brake of the link, following actions have to be done:

e release the lock nut (pos.2)

e twist the adjusting nut (pos.1) until the disc spring starts to clamp
e tighten the adjusting nut (pos.1) at 1...1.5 turns, that will provide braking moment of 200...250 Nm (148...185 ib ft)
e tighten the lock nut (pos.2) with tightening torque 100 Nm (74 b ft).

Greasing of lower slide bearing and brake cones is already done through lubricating nipple (pos.3). Fill grease

Starplex EP 2 until it will appear to the external surfaces.

Greasing must be repeated after every 8 working hours of the link.

NOTICE! The link is delivered ungreased. It should be well greased before taking into exploitation.

1...1.5 turns
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Swing damper BR 30 KS-80
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Link Dlammer:cne)r D Weight (kg)
BR 30 KS-80/45 45 (1.77") 19.52 (43.03 Ib)
BR 30 KS-80/40 40 (1.57") 19.73 (43.50 Ib)
BR 30 KS-80/35 35(1.38") 19.90 (43.87 |b)

KN\ I..1.5turns
Instruction manual

To adjust the brake of the link, following actions have to be done:

e release the lock nut (pos.2)

e twist the adjusting nut (pos.1) until the disc spring starts to clamp
e tighten the adjusting nut (pos.1) at 1...1.5 turns, that will provide braking moment of 200...250 Nm (148...185 Ib ft)
e tighten the lock nut (pos.2) with tightening torque 100 Nm 74 b ft).

Greasing of lower slide bearing and brake cones is already done through lubricating nipple (pos.3). Fill grease

Starplex EP 2 until it will appear to the external surfaces.

Greasing must be repeated after every 8 working hours of the link.

NOTICE! The link is delivered ungreased. It should be well greased before taking into exploitation.
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Dual swing damper BR 22 KS
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. Crane nose outer .
Link width B (mm) Weight (kg)
BR 22 KS/170 170 (6.69") 17.78 (39.20 Ib)
BR 22 KS/160 160 (6.29") 17.65 (38.91 Ib)
BR 22 KS/150 150 (5.90") 17.53 (38.64 Ib)
BR 22 KS/140 140 (5.51") 17.40 (38.36 Ib)
BR 22 KS/130 130 (5.12") 17.28 (38.09 Ib)
BR 22 KS/120 120 (4.72") 17.15 (37.80 Ib)
BR 22 KS/110 110 (4.33") 17.03 (37.54 Ib)

It is possible to change 1 < I <
i ient" = D1~
size B by client's request \\1 A\ﬂ‘\

Instruction manual

To adjust the brake of the link, following actions have to be done:

e release the lock nut (pos.2)

e twist the adjusting nut (pos.1) until the disc spring starts to clamp

e tighten the adjusting nut (pos.1) at 1...1.5 turns, that will provide braking moment of
200...250 Nm (148...185 b ft)

e tighten the fock nut (pos.2) with tightening torque 100 Nm (74 ib ft).

Greasing of lower slide bearing and brake cones is already done through lubricating nipple

(pos.3). Fill grease

Starplex EP 2 until it will appear to the external surfaces.

Greasing must be repeated after every 8 working hours of the link.

NOTICE! The link is delivered ungreased. It should be well greased before taking

into exploitation.
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Dual swing damper BR 32 KS
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Link width B (mm) Weight (kg)
BR 32 KS/240 240 (9.49") 26.28 (57.941b)
BR 32 K5/230 230 (9.06") 26.15 (57.65 Ib)
BR 32 K5/200 200 (7.87") 25.78 (56.84 Ib)
BR 32 KS/190 190 (7.48") 25.65 (56.55 Ib) 3
BR 32 KS/180 180 (7.09") 25.53 (56.28 Ib)
BR 32KS/170 170 (6.69") 25.40 (55.98 Ib) 2 1
BR 32 KS/160 160 (6.29") 25.28 (55.73 Ib)
BR 32 KS/150 150 (5.90") 25.15 (55.45 |b) 1 m
BR 32 KS/140 140 (5.51") 25.03 (55.18 Ib) _ _
BR32KS/130 130 (5.12") 24.90 (54.90 Ib) U

1...1.5 turns

It is possible to change
size B by client’s request

Instruction manual

To adjust the brake of the link, following actions have to be done:

e release the lock nut (pos.2)

e twist the adjusting nut (pos.1) until the disc spring starts to clamp
e tighten the adjusting nut (pos.1) at 1...1.5 turns, that will provide braking moment of 200...250 Nm (148...185 Ib ft)
e tighten the lock nut (pos.2) with tightening torque 100 Nm (74 Ib ft).

Greasing of lower slide bearing and brake cones is already done through lubricating nipple (pos.3). Fill grease

Starplex EP 2 until it will appear to the external surfaces.

Greasing must be repeated after every 8 working hours of the link.

NOTICE! The link is delivered ungreased. It should be well greased before taking into exploitation.
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